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H The following safety rules should be obseved. i

[1] The unit should be kept free from moisture, dirt, dust and exposure to heat and direct sunlight at all times.

[2] Keep hands, hair and clothing away from rollers and other moving paris.

[3] Make sure the cover is closed before turning the machine "ON".

[4] Before opening the Cover, confirm that the machine is turned "OFF".

[5] Be sure thatthe proper voltage is used and that the machine is well grounded. The use of electrical extension

cords is strongly discouraged.

[6] Store paper and toner in a place free from exposure to direct sunlight and excessive heat and dampness.

[7] For best performance, it is recommended to use authorized Minolta supplies. Failure to do so many cause

inferior results or damage the unit, in such case the warranty may be void.

[8] Do not attempt to remove any Cover that is secured.

WARNING

/_

Warning : This equipment has been tested and found to comply with the limits for a Class A digital device,

pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference when the equipment is operated in a commercial
environment. This equipment generates, uses, and can radiate radio frequency energy and, if
not installed and used in accordance with the instruction manual, may cause harmful
interference to radio communications. Operation of this equipment in a residential area is likely
to cause harmful interference in which case the user will be required to correct the interference
at his own expense.

The design and producticn of this unit conform to FCC regulations, and any changes or
modifications must be registered with the FCC and are subject to FCC control. Any changes
made by the purchaser or uset without first contacting the manufacturer will be subject to
penalty under FCC regulations.
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H Space Requirements

The minimum space requirements for Installation of the RP603Z are as shown in the following illustration.

100mm
or
4" 860mm or 33-7/8"

- : 766mm or 30-1/8"

| 503mm or 19-3/4"
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B Installation

{mm)

Since environmental conditions greatly affect performance of RP603Z, avoid installing it in the foliowing locations.

Install the Reader Printer (RP603Z) close to an easily accessible power supply.

¢ An area exposed to direct sunlight.

« A place in the direct air stream of an air conditioner, heater, or ventilator.

¢ A place where there is poor ventilation.

» An area where it might be splashed with water.

* An area which is neither stable nor horizontal.

¢ A dusty location.

e A |ocation subject to undue vibration.

« A place subject to sudden fluctuations in either temperature or humidity. Print quality might be adversely affected

by condensation formed inside the Print under such a condition.

If the machine is placed near a window, ensure that the Screen faces inside, not the window.

H Power Source

+ Use an electrical outlet which provides power source voltage 10%

Although ozon generates while using the reader printer, total volume of generated ozon does not reach the dangerous
level so as to give the bad effect to human body. However, we recommend that you may ventilate your room in order to
keep your room comfortable because the reader printer, when used in unventilated room for a long time or used for a
large number of printing, generates a bad smell.




B Type

M Printing Methed
M Film

M Magnifications

B Screen Size
M Printing Mode

B Image Rotation
M Print Paper

M Print Size:
M Print Speed

Bl Multiple print

B Paper Feeding System
B Developing System
B Fusing System

H Warming-Up Time
H Light Source

B Power Requirement
H Power Consumption
B Dimensions

B weight
M Standard Accessories
M Option

: Prism rotation (Option)
. Plain paper 64g/m? to 80g/m? or 17 ibs to 21 Ibs

© A4 (210mm X 297mm) or 8-1/2" X 11", Lengthwise
. First print : A4 or 8-1/2" X 11"...10 sec. or less

: Up to 20 prints {count-down)

. Automatic feeding from one 150-sheet-capacity Cassette

. Dry process development (Micro-Toning System)

' Heated Roller

. 40 sec. or less at ambient temperature 20°C (68°F)

- Halogen Lamp (20V 150W DDL Type)

© AC120V(80Hz), AC220-240V(50Hz), AC110V(60Hz), AC127V(60Hz)
. Less than 1.5kW

D 503mm (W) X 821mm (D) X 716mm (H)

. Desk Top Type Microfilm Reader-Printer

. Dry Printing on plain paper

. Microfiche, Aperture Card, Jacket, Roll Films{16mm, 35mm),both Positive and Negative.
. 8ingle Lens......7.5X

Zoom Lens........ 9X-16X, 13X-27X, 23X-50X

 300mm X 300mm or 11-13/16"X11-13/16"
. Bi-mode System (N-P Mode, P-P Mode, and Auto discrimination Mode)

* The Bi-Mode Unit (Option) is necessary

Standard : 64¢g/m? or 20lbs

Continuous print : A4 or 8-1/2" X 11"... 10 prints/min
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19-3/4" (W) X 32-3/8" (D) X 28-1/4" (H)

. 47kg or 103lbs
. Cassette (1), Imaging Unit.
. Single Lens, Zoom Lens, Prism Unit, Imaging Unit, Bi-Mode Kit, Auto Frame Masking Kit,

Manual Frame, Masking Kit, Frame Masking Kit, AM/MM Control Board Kit, Operation
Panel Kit, Auto Centering Kit, Auto Image Rotation Kit, Counter Kit,

Fich Carrier 5, Roll Film Carrier 9B, Roll Film Carrier'15A, Roll Film Carrier 15M, Roll
Film Carrier 20A, Roll Film Carrier 20M, Universal Carrier UC-2, Mars Controller 4, Mars
Mini Controller 2
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M Outside the Reader Printer
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Screen
Shows the film image projected onto it.

Control Panel
Provides keys and indicators for the operator to
use the machine.

(3] Connectors
Provides connections for the various options (Roll
Film Carrier and Controlier).

[4] Right Cover
Open when replacing the Toner Cartridge and
clearing paper misfeeds.

U-Turn Guide
Push down when clearing a paper misfeed at the
exit of the Paper Cassette.

(6] Paper Cassette
Holds up to 150 sheets of paper.

Power ON/OFF Switch
Use to turn ON or OFF the machine.
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Image Rotation Knob
Turn to turn the Prism (opticn) and therefore turn
the image on the Screen.

[9] Fiche Carrier 5 {(option)
Permits you to use sheet film.

Projection Unit
Remove when clearing paper misfeeds or replacing
the Projection Lamp.

Print Tray
Receives prints, capable of holding up to 20.

Brightness Select Lever
Use to select the brightness of the Screen.
Slide the lever to a position as necessary according
to the type of the Projection Lens being used.

Projection Lens Holder
lLoad the Projection Lens.



M Inside the Right Cover

Upper Unit Release Lever
Turn in the direction of the arrow to release the
Upper Unit for clearing paper misfeeds.

Upper Unit Lock Lever
Press down to lock the Upper Unit into locked
position.

Imaging Unit
Produces print images.
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Paper Feed Knob
Turn to clear a sheet of misfed paper.

Toner Cariridge
Contains toner for the making of the print image.

[6] Fusing Unit
Permanently fixes toner to paper.
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Skew Correction Key {option): Not Used

Centering Key (option)
Depress as necessary to enable or disable the image centering
function.
ON :When AUTO or OFF is selected with the Masking Button,
the image on the Screen is centered on the paper for print.
OFF: The screen image will not be centered.

Masking Key (option)
Depress as necessary to mask unnecessary image so that it will
not be reproduced on the print.
AUTO : The machine automatically masks the areas outside
the image (i.e., the frame).
MANUAL: The machine masks the areas other than those
specified with the Manual Masking Panels.

OFF : No masking will be made.

[4} Film Format Key (option)
Depress as necessary to select the format of the print image
according to the film image format projected on the Screen.
AUTO  : Automatically determines the film image format
{porirait or landscape} on the Screen when making
prints.
[] :Prints the film image in the portrait format.
1 : Prints the film image in the landscape format.

Screen Brightness Select Key
Depress as necessary to change the brightness of the Screen
{Projection Lamp light intensity) and turn OFF the Projection Lamp
in the reader mode.
Each depression changes the brightness in the following cycle.

/—> High — Middle —» Low — Projection Lamp OFF —\

(6] Print Mode Select Key

AUTO : When AUTO is selected, the machine automatically
' sets the mode according to the polarity of the film
being used.
N-P : Select when you use negative film.
P-P : Select when you use positive film.

Exposure Adjustment Key (Darker)
DCepress as necessary to set the desired print image density in the
Auto or Manuai Exposure Mode.
Depress "Darker” to make the image darker.

N |



